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When it Comes Down to the Shine Joint Repair

   Dynamic Diamond Tooling DC-5011 Polyurea is a 
two-component, rapid curing 1:1 ratio Polyurea joint 
filler designed for industrial floor applications receiving 
vehicle and forklift traffic and for freezer applications. It 
can also be used in exterior applications, when minimal 
joint movement from thermal cycling will occur. It is 
self-leveling, 100% solids and flexible, allowing 10%-

15% movement of installed 
width. DC-5011 is used to fill 
interior control joints or new 
construction saw joints on 
horizontal concrete.
   The application procedure to 
install DC-5011 should begin 
by removing all debris, oil and 
any other contamination from 
construction and saw joints. 
    For best results re-cut 
joints with a dry diamond 

blade. Install closed cell backer rod at a depth of 1”– 1¼” 
when weight is not an issue. If the joints are exposed to 
heavy loads we recommend full depth application of the 
product. Applied material should be overfilled 5%. Allow 
DC-5011 to set for approximately 45 minutes.
   DC-5011 properties allow the material to move within 
the joint so as not to crack and pull out of the joint. The 
process for a proper and long lasting installation begins 
with prepping the joint in accordance with the following 
recommendations. First, saw cut the joint to proper 
depth and remove any foreign material from the joint.    

   Ensure that you grind the joint wall in order to provide 
the Polyurea with a clean and suitable surface wall 
to adhere to. Install a backer rod, if needed, to the 
recommended depth as specified by the manufacturer. 
Next, fill the joint with Polyurea and after it cures, shave 
the top of the joint for a smooth and finished look.
   Dynamic Diamond Tooling (DDT) DC-5011 Polyurea 
is available in 750 x 750 ml dual cartridge. The cartridges 
provide the contractor with the flexibility to accomplish a 
multitude of jobs, without the need to purchase small 
tubes, which are painfully dispensed manually using a 
caulking gun or the need to hire a joint filling contractor 
that utilizes an expensive, plural component static mix 
equipment. 
     The standard color is medium grey but any custom 
color can be chosen for an additional small fee. 
   The Pneumatic gun has a speed dispensing control 
and is available for purchase from DDT. In addition, 
you will find Dynamic Diamond Tooling’s’ heavy duty 
8”angled scraper from the Cucamonga company to be a 
tremendous asset when shaving the joint.

Joint filling with premium polyurea
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